
 

 
 
 
 
 
 

Request for Proposals: 
ORHA Rotating Contractor List 

 
Background: Otsego Rural Housing Assistance, Inc. (ORHA) is a non-profit organization that 
administers a variety of home repair and rehabilitation grant programs in Otsego County. A few 
of those grant programs, including RESTORE, Access to Home, and the Otsego County Office 
for the Aging Unmet Needs program, now allow ORHA to use a rotating list of contractors and 
professional services for a project, instead of sending each project out to bid. In other words, 
firms “take turns” performing work for these programs, instead of bidding against each other for 
each job. These three programs fund urgent health/safety repairs and accessibility modifications 
for target populations in Otsego County, mainly homeowners over age 60 and people with 
disabilities. 
 
What is the Rotating Contractor List? 
For each project funded by programs that allow us to use a rotating list, ORHA will contact the 
first firm on the Rotating Contractor List who is qualified to provide the services needed for said 
project. (For example, if we are assisting a homeowner who needs a new electrical service, 
ORHA will skip over contractors who do not perform electrical work.) The firm ORHA contacts 
will be asked to submit a proposal, which ORHA will compare to our internal cost estimate. As 
long as the cost is reasonable and the program participant approves the proposal, the firm will 
be awarded the project. That firm will then be moved to the bottom of the Rotating Contractor 
List, so that the next project will be sent to the next firm in line. (If the firm passed on the project 
for some reason, or their proposal was not accepted, they will maintain their place in line while 
ORHA moves on to the next company.) 
 
In other words, a single firm will bid on each project, and they will be awarded the project as 
long as their bid is reasonable, responsible, and acceptable to the program participant. The only 
exception to this rule would be cases when the program participant has requested a preferred 
contractor of their own. In that case, the participant’s contractor and the company on the 
Rotating Contractor List will each be given the opportunity to submit a proposal, assuming the 
participant’s contractor can qualify to work with ORHA. 
 
Placement on the Rotating Contractor List 
Contractors and professionals who wish to be placed on ORHA’s Rotating Contractor List must 
respond to this Request for Proposals (RFP).  
 
This RFP contains specifications for hypothetical projects that represent the types of projects we 
anticipate for the programs that use this list. For each work scope item a contractor is interested 
in performing for ORHA projects for these programs, the contractor should provide an estimate. 
 
ORHA has prepared internal cost estimates for each item and will compare contractors’ 
estimates to these figures. Contractors whose estimates are considered cost reasonable will be 
added to the list. 
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Contractors who have not otherwise been qualified with ORHA must also provide some 
additional information to allow ORHA to confirm that they are qualified. 
 
Qualifications: 
 

• Valid worker’s compensation insurance for all home rehabilitation contractors. We 
cannot make exceptions for sole proprietorships. 

• General liability insurance coverage in a minimum of $1,000,000 per occurrence, 
$2,000,000 aggregate. 

o If awarded a bid, ORHA must also be listed as an additional insured prior to 
contract execution. 

• Necessary licensure or certification, as applicable based on trade and jurisdiction. 
• Proven track record of quality work on prior renovation projects 

 
Submission Instructions: Detailed instructions for completing the RFP are provided on the 
next page. Sealed responses must be submitted by mail to ORHA. Please address your 
proposals as: 
 
ATTN: Targeted Rehab Programs 
ORHA, Inc. 
PO Box 189 
Milford, NY 13807 
 
Responses must include the following materials. Incomplete responses will not be accepted. 
 

• The completed RFP form, with a response to at least one item 
• Signed non-collusion form (enclosed) 
• If already qualified with ORHA through other/prior programs: 

o Updated proof of insurance and certifications, if ORHA’s documentation is 
expired. If you are not sure, please ask prior to submission so we can advise 
you. 

• If not already qualified with ORHA through other/prior programs: 
o Fully completed Qualified Contractor List Application.  

 Download the application here: otsegoruralhousing.org/contractor-
application. 

o All attachments required by the Qualified Contractor List Application, including: 
 Certificate of Insurance for liability insurance 
 Proof of Worker’s Compensation insurance 
 Completed W-9 form 
 Copies of all relevant licenses or certifications, including EPA lead-safe 

certification and, if applicable, proof of M/WBE certification 

Respond by: There is no due date for responses, and firms may respond to this RFP at any 
time while the Rotating Contractor List is active. However, contractors will be placed on the list 
in the order in which their completed responses are received by ORHA. Therefore, contractors 
are encouraged to respond at their earliest convenience, in order to place high on the list. 
 
ORHA will be prepared to send projects to contractors on the Rotating Contractor List by July 1, 
2026, if not earlier.  

https://otsegoruralhousing.org/contractor-application
https://otsegoruralhousing.org/contractor-application


 

 
 
 
 
 
 
 

ORHA Rotating Contractor List Request for Proposals Form 
 
Instructions: 
 
For each work item in this RFP, provide an estimate based on the information provided. Treat each item as its 
own project, independent of the others. You may skip any item that you do not perform (or are not interested in 
performing). 
 
Unless otherwise specified, assume that the project home is a “typical” modest Otsego County stick-built home 
in fair condition, built prior to 1950. When a manufactured home is specified, assume a “typical” modest single-
wide home built in the 1980s. 
 
Assume that site conditions are not ideal, but that no major damage will be uncovered or need to be addressed 
in the course of the project. 
 
These are all hypothetical projects, and specifications here will likely not provide enough information to give a 
perfectly accurate estimate. If you do not have enough information, please provide an estimated cost based on 
what your average estimate for the work described in these types of homes tends to be. When determining 
cost reasonableness, ORHA will allow for a larger difference from our internal cost estimate than we do for a 
specific project, in order to compensate for possible differences in assumptions. Estimates that are higher or 
lower by no more than 25% of ORHA’s internal estimate will be deemed reasonable for qualification for the 
Rotating Bid List. For projects, the range is normally plus or minus 15% of the internal estimate. 
 
Professional service firm? Skip to page 8. 

 
General Requirements: 
 

• All work must conform to NYS Building Codes, as well as any local requirements. 
• Contractors are responsible for obtaining any required Building Permits from the County or other 

jurisdiction. Permits must be submitted to ORHA and on the job site prior to the start of work. 
• Some funding source programs require that all work be completed within 60 days of beginning, barring 

exceptional circumstances. 
• If work will involve the disturbance of paint in a home constructed prior to 1978, the contractor must 

comply with all requirements of the EPA Renovation, Repair, and Painting Rule (RRP rule). Only EPA 
Lead-Safe Certified Firms may be engaged in these projects, and ORHA must have both the firm’s 
certificate and at least one employee certificate on file prior to execution of any contract. 

• Contractors must ensure compliance with all NYS Department of Labor requirements concerning 
asbestos containing materials. 

• No used materials will be incorporated in the performance of work on the contract unless specified in 
the work write-up. 

• Contractors are responsible for examining the job site and residence, making any necessary 
investigations to inform themselves properly of the difficulties involved in completion of the requested 
work, and addressing any questions they may have with ORHA, prior to submitting their proposal for a 
project. Contractors at no time after submission of a proposal will dispute quantities or prices of work, or 
complain of a misunderstanding as to the amount or character of the work to be done. 
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• Change orders will be considered for circumstances that could not have been anticipated by a 
contractor performing reasonable due diligence. All requests for a change order must be accompanied 
by a written cost proposal, and ORHA and the homeowner must both approve in writing. No change to 
a project’s work scope may be made without an approved change order. 

• Contractors must use protective coverings and take any other steps necessary while doing 
rehabilitation work to protect the homeowner’s property. 

• Work and surrounding areas shall be kept clean and neat with debris being picked up at the end of 
each day. Work areas shall be completely cleaned upon completion. 

• It is the responsibility of the contractor to move furniture and other large belongings to accomplish the 
job and to return them once work is complete. Ask homeowners to move smaller and breakable 
personal items. 

• All debris resulting from work on the home must be removed and properly disposed of by the 
contractor. 

• Painting: No exposed materials in any scope of work, inside or outside, will be left unfinished, unless 
otherwise specified. All materials will be primed and painted or stained and given 2 coats of 
polyurethane. Nail and screw holes should be filled. Dirty, loose, scaling, or peeling surfaces should not 
be painted over; prepare them first. Stained and porous surfaces should be sealed before painting. All 
paints shall be "best grade" Benjamin Moore or equal. 

 
Item Estimate 

Common Bathroom Projects 
Replace Bath/Shower with Walk-In Shower: Remove and dispose of existing 
tub/shower unit. Purchase and install a low barrier shower unit with chrome shower head 
on slide bar, folding shower seat, anti-scald faucet, rod, curtain, and two grab bars. Where 
needed, provide blocking to secure grab bars and shower seat. No drywall inserts, 
anchors, etc. should be used. Finish and caulk as needed. 

 
If dimensions allow, a one-piece unit is preferred. Otherwise, two- or three-piece models 
are acceptable. 
 
Assume the bathtub being replaced is a 60” x 30” alcove tub. 

 

Toilet: Remove and dispose of existing toilet. Purchase and install an ADA “comfort 
height” toilet, with a seat measuring at least 17 inches from the floor, including seat, wax 
seal, chrome supply and valve and escutcheon, all internal parts, and all necessary 
fittings for leak-free operation. Finish and caulk as needed 

 

Grab Bars: Install one stainless steel 24” grab bar next to the toilet and another behind 
the toilet. Consult with the homeowner to determine exact placement according to their 
needs, referring to ADA guidelines as a starting point. The grab bar must be securely 
mounted. Where needed, provide blocking to secure. No drywall inserts, anchors, etc. 
should be used. Finish disturbed areas. 

 

Ventilation: Install a ventilation fan that properly vents to the exterior of the home. Vent 
openings should be appropriately protected per code requirements. 

 

Common Exterior Work 
Ramp: Install a new permanent metal or wood ramp for a wheelchair at the front entrance 
to home. Grade should be 1:12. Ramp should be anti-slip and have handrails. Follow all 
relevant code requirements, including those for minimum deck size, railings, minimum 
width (36”). Dispose of all debris.  
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Item Estimate 
For estimating purposes, assume this ramp requires a 3-foot rise, there is adequate space 
for a 1:12 grade if a switchback is used, and an existing front porch is in good condition 
and can be kept in place.  
Replace Exterior Entry Landing: Remove and dispose of existing dilapidated landing 
and stairs. Construct a 4’ by 6’ entry landing of pressure treated wood with stairs and 
railings, per Otsego County Code requirements. 
 
For estimating purposes, assume the existing landing and stairs are roughly the same 
size as the replacement and the entry door’s threshold is 3 feet above grade. 

 

Repair Siding: Replace damaged/missing vinyl siding. Inspect sheathing and house wrap 
for damage and repair as appropriate. New siding should blend and conform with 
surrounding area. Adjacent end joints should be tight and staggered by at least two studs; 
no piece of siding should be less than 18” in length unless it is the total distance between 
two pieces of trim. All siding must be installed over an appropriate vapor barrier, based on 
manufacturer recommendations. 

 
For estimating purposes, assume the damaged area is about 20 square feet in an area 
with no windows, trim, vents, etc. to work around. 

 

Repair Chimney: Remove damaged courses and rebuild, including new crown, liner, and 
cap. 
 
For estimating purposes, assume a double flue chimney with about 7 courses in need of 
removal/rebuilding. 

 

Fascia & Soffit Repair: Replace damaged fascia and soffit. Use material which matches 
existing structure and prime new pieces all sides before they are installed. The length of 
new pieces shall reach a minimum of three (3) rafter ends. 
 
For estimating purposes, assume the damage runs along approximately 50 feet of the 
home. 

 

Gutter Repair: Replace damaged, insecure gutter and downspout. Eavestrough shall be 
5", K-Type, .032 gauge, white aluminum gutter (Alcoa or equal), and any lengths up to 37' 
shall be one piece. Downspout shall be 3"x 4", .027 gauge, white aluminum (Alcoa or 
equal), and any lengths up to 16' shall be one piece. Eavestrough hangers shall not 
exceed a distance of 36" apart and downspout hangers shall not exceed 72" apart. All 
joints and seams shall be pop riveted and sealed with gutterseal. 
 
For estimating purposes, assume the damaged gutter is 50’ long and on a one-story 
home. 

 

Roofing 
General roofing requirements: 

• Replace all damaged/deteriorated existing sheathing and rafters before installing 
new roofing. End joints of sheathing should fall on a rafter. 

• When installing new roofing, install ridge vent entire length of all peak areas. 
• When installing or replacing roofing, install ice and water shield on all eave edges, 

in valleys, where roof meets a side wall, and on entire roof areas which have a 
pitch of less than 3/12. 

• Roofing nails should not penetrate through sheathing in visible areas where 
underside of roof is also exposed ceiling or soffit area. 
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Item Estimate 
• When drip edge is installed, the flat area, which lays on roof, shall be cut so 

vertical section of drip edge makes a continuous bend around roof comers without 
a vertical seam on the comer. 

• When replacing roofing, missing, damaged, and deteriorated flashings shall be 
replaced. Side wall flashing shall be extended up under siding. Flashing at the end 
of rows of shingles shall be stepped. Flashing shall not be visible or exposed on 
roof surface. Any flashing on exposed masonry shall be cut into mortar joints and 
sealed. 

Replace Shingle Roof: Tear off existing shingles and 
install minimum 30-year architectural shingles, with any 
necessary sheathing (7/16” OSB), valley flashing, soffit, 
fascia, ice and water shield, and 2” steel drip edging. 
Install rubber rolled roofing in all valleys and roof areas 
having a pitch of less than 3/12, matching color of 
shingled area as close as possible. Clean up and remove 
all debris. 
 
For estimating purposes, assume a one-story home with the basic roof dimensions as 
shown here. 

 

Replace Metal Roof: Replace existing roof with a new metal roof, minimum .29 gauge. 
Install all necessary sheathing and any accessories to complete the roof install (ridge 
vent/cap, flashing, drip edge, rake edge). Clean up and remove all debris. 
 
For estimating purposes, assume a one-story home with the same dimensions as above. 

 

Replace Rubber Roof: Replace existing damaged roof with EPDM low slope roofing. 
Tear off existing roofing and make all necessary repairs to prepare for new roof. Install 
EPDM rubber roof. 
 
For estimating purposes, assume the home is a typical 14 x 60 single wide manufactured 
home with a low slope roof. 

 

Electrical 
General electrical requirements: 

• All work must conform to NEC Standards and meet local codes. 
• Permitted electrical work must be inspected by an electrical inspector approved by 

the local code office. The contractor is responsible for arranging these 
inspections and should account for the cost in their proposal. 

• For projects in the City of Oneonta, licensure is required. 

 

Replace Outlets With GFCI: Replace three outlets in kitchen with new GFCI outlets.  
Replace Electrical Panel: Replace existing 150 amp breaker panel with new panel. 
Install new breakers and connect all circuits, making all necessary wiring adjustments. All 
circuits should be labelled clearly on new panel cover.  

 

Troubleshoot And Correct Faulty Circuit: Homeowner reports that three outlets and a 
ceiling fan in their living room have stopped working. Troubleshoot and propose a repair. 
 
For estimating purposes, assume the problem has been caused by pests chewing through 
the wiring. 

 

Replace Light: Entry porch lighting fixture has been damaged and is non-functional. 
Replace with an appropriate weather resistant fixture. 
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Item Estimate 
Other Common Accessibility Modifications 

Install Stair Lift: Install motorized stair lift on the inside stairs leading from the first floor of 
the house to second floor (see photo). All models should include obstruction sensors, seat 
belt/safety harness, swivel seat, and call/send from each end. Include railings, 
reinforcement of stair treads and wall if needed. Stair lift must have a minimum one-year 
service warranty. 
 
For estimating purposes, assume a straight 11’ long staircase that is 36” wide with no 
obstructions.  

 

Widen Doorway: Expand width of bedroom doorway to 36”. Remove current casing and 
trim. Cut expanded opening, relocating electrical as needed. Frame the new opening and 
finish opening and affected wall. Install new door jamb, casing, and door. Finish, prime, 
and paint walls and trim to match rooms. 
 
For estimating purposes, assume doorway is not in a load-bearing wall, and one light 
switch must be relocated. 

 

Replace Doorknobs: Replace existing entry door knobs on both front and back door with 
keyed lever door handles. 

 

Lower Countertops/Cabinets: Create a lowered work surface in the kitchen by lowering 
the countertop in the indicated area to a height of 32”. Remove existing cabinets. Provide 
a space at least 30” wide with at least 29” of vertical under-counter clearance. In the 
remaining space, install shorter cabinet with pull-out drawers. 
 
For estimating purposes, assume the kitchen has a 5-foot length of counter/cabinets 
without sinks or appliances that can be used as the lowered work surface. 

 

Relocate Washer/Dryer: Install washer and dryer hookup in spare bedroom on first floor. 
Install electric and plumbing necessary to serve washer and dryer, as well as exhaust 
vent to outside for the dryer. Exhaust ducts/vent should be rigid metal and meet all other 
code requirements. Relocate owner’s washer and dryer units from basement laundry 
room to spare bedroom and install for use there. 

 

Plumbing 
General plumbing requirements: 

• All plumbing, including faucets, shall be leak free, including areas adjacent to new 
work. 

• Plumbing work performed in the City of Oneonta requires licensure. 

 

Replace Faucet: Replace existing faucet with new lever handle faucet.  
Diagnose And Repair Leak: Client reports a leak under the bathroom sink. Troubleshoot 
and repair. 

 
For estimating purposes, assume the bathroom leak has been caused by a cracked 
tailpiece. 

 

Replace Hot Water Heater: Remove and properly dispose of the existing 50-gallon 
propane hot water heater. Install a new Energy Star-certificated 50-gallon propane water 
heater, with all needed hardware and fittings, including a properly installed discharge pipe 
for the temperature/pressure-relief valve. Ensure safe and code-compliant exhaust 
ventilation to the exterior. Include at least a one-year service warranty. 

 

Lower Sink: Replace existing kitchen sink with a lowered, wheelchair-accessible sink. 
Install new sink and base, such that the higher of the rim or counter surface is 34” above 
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Item Estimate 
the floor. Installation must be compliant with all ADA standards, including those for knee 
and toe clearance and protection against contact with water supply and drain pipes. 
Replace Missing Pipes: Replace missing water supply lines in basement. All plumbing 
shall conform to all applicable codes and the following requirements (deferring to codes if 
there is any conflict): 

• Water supply lines shall be type L copper with sweat type fittings, or Uponor 
AquaPEX (or equivalent) tubing with Uponor ProPEX (or equivalent) fittings, and 
have a minimum size of 1⁄2” ID.  

• Supply lines shall have a shut off valve for each fixture. 
• All new pipe, fittings, and valves shall be installed. No old components shall be 

used. 
 
For estimating purposes, assume the home has 1 bathroom, 1 kitchen, and laundry on the 
first floor, and nearly all related water supply lines in the basement were removed and 
must be replaced. 

 

HVAC 
Replace Furnace: Remove and properly dispose of the existing failed furnace in home. 
Install a new Energy Star certified high efficiency gas furnace in its place, with all needed 
hardware and fittings. Indicate the replacement furnace manufacturer, model, BTU 
capacity, and include at least a one-year service warranty. 
 
For estimating purposes, assume an 80,000 BTU furnace is appropriate for this home. 

 

Replace Boiler: Remove and properly dispose of the existing failed boiler in home. Install 
a new Energy Star certified high efficiency oil boiler in its place, with all needed hardware 
and fittings. Indicate the replacement furnace manufacturer, model, BTU capacity, and 
include at least a one-year service warranty. 
 
For estimating purposes, assume an 80,000 BTU furnace is appropriate for this home. 

 

Install Ventilation: Properly vent the existing gas water heater to the exterior of the 
home. 
 
For estimating purposes, assume water heater is in a typical basement, with a chimney 
that can be used for installation of vent pipe. 

 

Furnace Exhaust: Remove and properly dispose of damaged furnace exhaust pipe and 
boot. Install new exhaust pipe from furnace out through roof and new boot. Ensure leak-
free and code-compliant installation. 
 
For estimating purposes, assume this home is a single-wide manufactured home with a 
metal roof and mid-efficiency furnace.  

 

General 
Replace Window: Remove and dispose of existing window (roughly 24” x 36” broken 
window). Install new white vinyl double-hung window with welded jambs, tilt-in welded 
sash, and full screens. Windows should be Energy Star certified for the Northern region 
and have locks that operate freely and lock properly. Window replacement shall include: 

1. Repair or replace all deteriorated jamb, sill, and casing components.  
2. Scrape, prime, and paint all jamb, sill, and casing components.  
3. When casings supplied with new window units don't meet existing siding, these 

casings shall be replaced with casings that do fill this space. No unit shall be 
installed with casings overlapping fill-in pieces. 
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Item Estimate 
4. All cavities surrounding window units shall be filled with fiberglass or foam 

insulation before casings are installed. 
5. All new units shall have a case on the interior with moldings manufactured for 

trimming purposes using a mitred corner joint. S4S pine or hardwood boards will 
be used for trim only if it matches existing trim in that room or area. 

6. Glass on all new windows shall have stickers and excess caulk/paint removed and 
be cleaned. 

Replace Flooring: Remove deteriorated vinyl sheet floor covering. Repair any bulges or 
deteriorated areas in subfloor to ensure smooth surface prior to installation. Install new 
interlocking vinyl flooring. Install all appropriate underlayment, transitions, and trims to 
complete installation.   

 
For estimating purposes, assume the floor is being replaced in a 10’ x 12’ room with a 
single standard doorway. 

 

Repair Ceiling: Remove water-damaged drywall and insulation. Evaluate trusses and 
make appropriate repairs for any water damage. Reinsulate and replace ceiling. Tape and 
apply two coats of spackle to seams and sheetrock screws. Sand and prepare for 
painting. Prime and paint entire ceiling. 
 
For estimating purposes, assume the ceiling is in a 10’ and 12’ room, and a roughly 2’ x 3’ 
area of the ceiling has been damaged by a roof leak. 

 

Replace Door: Replace broken sliding glass door. Replacement door should be Energy 
Star-certified and weathertight. Specifications under “Replace window” that could be 
relevant for door replacement apply here as well. 
 
For estimating purposes, assume the broken door is 80” x 60”. 

 

Repair Wall: Install new sheetrock where missing. Tape and apply two coats of spackle 
to seams and sheetrock screws. Sand and prepare for painting. Prime and paint. 
 
For estimating purposes, assume a 6’ wide portion of a wall is missing drywall from floor 
to ceiling in a room with 8’ ceilings. 

 

Install Handrail: Install a handrail for the interior stairs from first to second floor that 
meets all Otsego County Code requirements. Where needed, provide blocking to secure 
handrail. No drywall inserts, anchors, etc. should be used. 
 
For estimating purposes, assume the stairs need a single 14’ handrail. 

 

Septic/Well 
New Well: Drill and construct a new well, including pump installation, according to all NYS 
Department of Health requirements. Include water testing to confirm that well is safe for 
use as drinking water. 
 
For estimating purposes, assume a 220-foot deep well and a 1/2 HP 5 GPM pump are 
appropriate for the home. 

 

Replace Well Pump: Remove and dispose of existing submersible well pump. Replace 
the malfunctioning water pump with a new correctly sized unit that meets or exceeds the 
water demands of the property, to include replacing any related components necessary 
for installation of the new pump. Restore reliable water pressure and supply to the home. 
All work must adhere to the latest local and state building and electrical codes. 
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Item Estimate 
For estimating purposes, assume that the home requires a 1/2 HP 10 GPM pump. 
Replace Septic: Install new septic system according to attached engineered design. 
 
For estimating purposes, refer to septic design here: 
https://orha.box.com/s/l5h4zqf6t0erlug8c7hk7kdxs3ox89jk  

 

Locate Septic: Locate septic with unknown location in homeowner’s yard and diagnose 
issue causing back-up. Recommend repair or replacement based on findings. 

 

Professional Services 
If your fee structure includes any additional fees, such as travel, please clearly indicate 
your fees and provide information necessary for estimating a total cost, such as the 
location from which you would generally be travelling. Attach additional pages, if you need 
more room. 

 

Septic Design: Test soil and design plan for new septic system, providing stamped plans 
and a digital copy of said plans. Design should not be dependent on a single brand name; 
“[Brand name] or equal” is acceptable. Consult and coordinate with septic contractors, as 
needed. Provide certification of satisfactory septic system installation, per code 
requirements. 
 
Must be licensed as professional engineer. 

 

Design Of Accessibility Modifications: Develop engineered plans for widening four 
doorways to a width of 36” in load-bearing walls in the home. Provide stamped plans and 
a digital copy of said plans. Designs should not be dependent on a single brand name; 
“[Brand name] or equal” is acceptable. Consult and coordinate with contractors, as 
needed. Provide certification of satisfactory work, per code requirements. 
 
Must be licensed as professional engineer. 

 

Structural Assessment: Perform a site visit to client’s home to evaluate deteriorated 
beam and related structural elements. Provide a report that includes specifications for 
addressing any structural issues, including any necessary plans/drawings. Designs should 
not be dependent on a single brand name; “[Brand name] or equal” is acceptable. Consult 
and coordinate with contractors, as needed. Provide certification of satisfactory work, per 
code requirements. 
 
Must be licensed as professional engineer. 

 

Electrical Inspection: Perform an advisory electrical safety inspection at client’s home 
and provide a report describing all defects/hazards. Results of the inspection will inform 
the scope of work for a project to address all electrical hazards in the home. Consult and 
coordinate with contractors, as needed. Re-inspect upon project completion to perform 
satisfactory performance. 
 
Must be approved electrical inspector in the relevant jurisdiction (e.g., Otsego County, City 
of Oneonta). 

1st inspection: 
 
 
 
Re-inspection: 

 
 
                
Contractor Name      Company Name 
 
 
                
Contractor Signature      Date 

https://orha.box.com/s/l5h4zqf6t0erlug8c7hk7kdxs3ox89jk


PO BOX 189 | MILFORD, NY 13807 | 607-286-7244

ORHAOTSEGO RURAL HOUSING
ASSISTANCE, INC

www.otsegoruralhousing.org

Contractor Non-Collusive Proposal Certification 

By submission of this proposal, each Proposer and each person signing on behalf of 
any Proposer certifies, and in the case of a joint proposal, each party thereto certifies as 
to its own organization, under penalty of perjury, that to the best of their knowledge and 
belief: 

The cost/fees in this proposal have been arrived at independently without collusion, 
consultation, communication, or agreement, for the purpose of restricting competition, 
as to any matter relating to such cost/fees with any other Proposer or with any other 
competitor. 

Unless otherwise required by law, the costs/fees which have been presented in the 
Proposal have not been knowingly disclosed by the Proposer and will not knowingly be 
disclosed by the Proposer prior to opening directly or indirectly to any other Proposer or 
to any other competitor, and 

No attempt has been made or will be made by the Proposer to induce any other person, 
partnership, or corporation to submit or not to submit a proposal for the purpose of 
restricting competition.  

Signature Date 

Print Name of Company 




